
 

  

 

 
 

 

 

 

 

 

 

 

 

PCS-3000 
Programmable X-Y universal blind cutting table
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1. Recommendation 
 

EISENKOLB PCS-3000 

What will be the added value of this machine for your workroom ? 

The PCS-3000 is a fully automatic, programmable X-Y cutting and marking 

system. The large available cutting surface of this machine is the obvious 
solution when you have to cut and mark different types of fabric in large 

quantities, accurately and at a high speed.  
 
With the PCS-3000 and its advanced easy programmable, Windows operated, 

software you can create all kinds of made-to-measure window covering products 
in a highly efficient way. The machine is standard equipped with an ultrasonic 

and cold cutting system and can optionally be equipped with laser cutting which 
allows the operator to cut a wide variety of fabrics accurately and at a high 
speed.  

 
The user-friendly 15” multilingual touch screen computer in combination with the 

smart joystick control allows you select and position the cutting tools along the 
complete length of the table, making it possible to prepare the next job during 
cutting. 

 
A unique, patented, 270⁰ rotatable insertion beam automatically positions itself 

across the table surface and clamps the fabric during ultrasonic and regular 
cutting. 

 
For service and maintenance purposes we can remotely connect to the machine 

to read out the status and to make a failure diagnosis remotely over long 
distances. 
 

In short, the PCS-3000 is the obvious solution for all present-day cutting 
problems. If features such as production capacity, accuracy, user-friendliness 

and reliability appeal to you, the PCS-3000 is the most logical and profitable 
investment. 
 

 

  
 

 

  



 

  

 

 

2. Technical specifications 
 

EISENKOLB PCS-3000 
Programmable, computer controlled cutting and marking system. 

Technical specifications: 
Machine work height    : 95 cm 
Max. machine width    : 490 cm 

Max. machine length    : 530/680/830/980/1130cm 
Cutting/mark width    : 320 cm 

Cutting mark length    : 390/540/690/840/990cm 
Weight      : depending on size, from 2.000kg 
Displacement speed    : max. 200 cm/s 

 
Ultrasonic generator    : Rinco 35kHz  

Cutting speed     : max. 50 cm/s 
Cold/Knife cut     : tempered steel blade 
Cutting speed     : max. 50 cm/s 

Laser cutter (Optional)   : 60 W CO2, air cooled 
Cutting speed     : max. 100 cm/s 

Marking unit (Optional)   : UV inkjet 180 micron 
Marking speed     : max. 100 cm/s 

Equipage: 
Self-bearing construction. Servo controls. Industrial 15” touch screen computer. 
User-friendly Visual Basic interface. Patented 270⁰ rotatable clamping bar. Laser 

pointer. Tempered steel surface. Pneumatic clamps. Fabric cradle on both ends. 

User manual documentation is provided in English language. On request 
translations in foreign languages are available against current cost. 

Requirements: 
Power Supply              : 380V, 3-Phase, 16 Amperes 

Compressed air     : 5 bar 
Air consumption     : 1l/cycle 

Capacity: 
The average capacity will be up to 20 blinds per hour, depending on the fabric 

type, sizes to be processed. 

 

  



 

  

 

3. Options 
 

EISENKOLB PCS-3000 
Options for Programmable X-Y universal blind cutting table 

 

 

 

 

Please visit our showroom for a comprehensive demonstration of the 
machine or see our website for more information. 

www.eisenkolb.com 

•Air cooled laser cutter

Laser cutting Unit

•UV marking unit for detailed marking of ring, tape and tunnel 
position.

Marking Unit 

•Barcode scanner Datalogic Gryphon GD4110 + RS232 cable

•Pre installation

•Programming

•1 custom software model

Barcode interface

•Barcode Interface (see above)

•Table reading software

Barcode table reading AXS

•Extension of length by blocks of 1.5m

Lenght axis extention

•Active carbon filter unit for laser

•Standard : capacity for single shift

•Large : Capacity for multi shift

Active filter unit standard or large


